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MANDATORY QUALITY ASSURANCE PROVISIONS

P/N: (76301) ST3M753-7TH30

NSN: 5306-01-165-7533

NOMEN: 8V-8B / BOLT, SHEAR

CRITICALITY (CSI/CAl/Non-critical): CRITIAL SAFETY ITEM
DATE OF DETERMINATION: 1 APRIL 2008

APPLICABLE CLAUSES:

1. Articles to be furnished hereunder shall be manufactured, tested and inspected in accordance
with drawing number (76301) ST3M753 revision “AA” or latest revision level and parts list
revision and all details and specifications referenced therein.

I1. Quality/Inspection Requirements
A. MIL-1-45208 applies or ISO 9000 equivalent.
B. First Articlé Testing applies. (Government Testing)
C. Production Lot Testing applies. (Government Testing)
D. Mandatory Inspection applies.
II. Supplemental Requirements

A. Additionally, paragraphs 3.1-3.5, 5.1-5.2, and 6.1-6.2 of MIL-Q-9858 or ISO 9000
equivalent applies.

B. The contractor shall include on the detailed process/operation sheets developed, a
tracking method that is traceable to the contract, all manufacturing sources performing
processes/operations both those performed in-house and those outsourced and a tracking method
that is traceable to the contract. These sheets shall not be revised or altered after the successful
completion of First Article or Production Lot Testing without approval from the ESA located at
(AVSFST, Fleet Readiness Center East Cherry Point, North Carolina) via the PCO. Depending
upon the proposed change, a new First Article Inspection may be required.

C. The Inspection Method Sheets (IMS) which list the characteristics of each item produced
under the contract shall have traceability to the raw material, casting, or forging. The fracking
method used on the IMS shall have traceability to the contract. In addition, the contractor is
responsible for providing completed IMS showing the actual dimensions taken for all critical
characteristics.



MANDATORY QUALITY ASSURANCE PROVISIONS continued

D. Markings shall be I/A/W MIL-STD-130 latest revision, and method and location shall be
I/A/W drawing.

IV. Mandatory Inspection Requirements

During production, mandatory inspection is required to be accomplished by the confractor as
follows:

A. Level of Inspection (LOI).

QAR

1) Critical Characteristics: 100% inspection shall apply

2) Major and Minor Characteristics - LOI shall be I/A/W sampling plan acceptable to the

B. Critical Characteristics Standard Part Document (76301) ST3M753: P/N ST3M753-

7H30

1)
2)

3)
4)

5)

6)

7
8)

9

Material: PH13-8Mo CRES per AMS 5629 (reference 3.2).
Finish: Passivation treatment for corrosion — resistant steel per AMS 2700B or latest
revision (reference 3.3)
Cotter pin hole location dimension “0” 0.224 +0.010/-0.000 (reference 3.5)
Cotter pin diameter hole “P” 0.106 +0.005/-0.000 (reference 3.5)
Thickness of coating to be measured at location specified in Test 12 of NASM1312.
(reference 3.6) “D” diameter 0.4360-0.4370
Concentricity:
e Dimensions “A”, “D”, and “J” shall be concentric within 0.009 TIR (reference
3.8.1)
¢ Dimension “D” and the “thread pitch diameter” shall be concentric within
0.0045 TIR (reference 3.8.2)
Reference 3.10 requirements meet the “D” dimension 0.4365-0.4370
Fluorescent Penetrant Inspection per ASTM E 1417 (reference 4.2) [Standard Part
Document 23M 112, Type A] Qualification inspection
Threads 0.4375-20 UNJF-3A per SAE A8879 rev -D- or latest revision

10) Diameter “A” 0.812 +/-0.005

9

Total fastener length dimension 1.1425 +/-0.015 (reference 6.1)



MANDATORY QUALITY ASSURANCE PROVISIONS continned

10) Radius “R” dimension 0.047-0.057

C. Major and Minor Characteristics

1) Shall be defined by the contractor subject to QAR concurrence, unless defined on
applicable drawings and associated specifications.

V. Unless expressly provided for elsewhere in this Clause, equipment such as fixtures, jigs, dies,
patterns, templates, mylars, special tooling, test equipment, or any other manufacturing aid '
required for the manufacture and/or testing of the subject item(s) will not be provided by the
Government and is the sole responsibility of the contractor. The foregoing applies not
withstanding any reference to such equipment or the furnishing thereof that may be contained in
any drawing or referenced specification.



FIRST ARTICLE TEST REQUIREMENTS (GOVERNMENT TESTING)
P/N: (76301) ST3M753-TH30
NSN: 5306-01-165-7533
NOMEN: 8V-8B/BOLT, SHEAR
CRITICALITY (CSI/CAI/Non-critical): CRITIAL SAFETY ITEM
DATE OF ‘DETERMINATION: 1 APRIL 2008
[. First Article Inspection/Test Criteria:

The tests to be performed under the First Article approval clause of the confract are:

A. Compliance with drawing number (76301) ST3M753 revision “AA” or latest revision
level, and parts list revision and all details and specifications referenced therein.

B. Identification; Verification and certification that the parts are identified per the
requirements of drawing number (76301) ST3M753 revision “AA” or latest revision level, and

all specifications referenced therein.

C. Packaging and Preservation: Verification that the parts have been packaged and
preserved per the requirements of the contract.

D. Verification and certification of the overall workmanship of the First Article
Sample(s).

E. Visual: Workmanship

F. Dimensional: 100% dimensional.

G. Non-Destructive Inspection: Fluorescent Penetrant Inspection per ASTM E 1417.
H

. Fit/Form/Function. Wing Panel Assembly

et

Material Analysis of the First Article Sample(s):

o Verification and certification of material composition PH13-8Mo CRES per AMS
5629
K. Threads .437-20 UNJF-3A per SAE A8879 rev -D- or latest revision

L. Passivation treatment for corrosion — resistant steel per AMS 2700B or latest revision
M. Fastener Test Method per NASM1312

N. Review of documentation as provided under DD 1423 requirements.



FIRST ARTICLE TESTS REQUIREMENTS (GOVERNMENT TESTING) continued

In addition to the above tests, the First Article(s) to be delivered hereunder shall also be

subjected to those tests that will demonstrate that the articles comply with contract requirements.
The contractor shall be responsible for providing necessary parts and repair of the First Article(s)
during testing, :

I1. Samples to be submitted for testing:
A. Quantity two (2) each.

B. Estimated Cost: POC for estimates at NADEP CP is Mr. Harold Hardison, Code
6.1.1.1, (252) 464-7228 or harold.hardison@navy.mil

II. Special Instructions:
A. Upon successful first article inspection all processes are to be frozen.

B. One sample(s) will be destroyed during testing and will not be returned to the
contractor. One sample(s) may be considered as production items under the contract provided
the sample could be refurbished to ready for issue (RFI) condition and provided the sample has
inspection approval of the cognizant QAR. Sample(s) may be shipped as production items only
after all other units required under the contract have been produced and are ready for shipment.

C. Waiver of the destruction of the First Article test piece may be granted if the
contractor provides a certified test coupon that is of the same material and has undergone the
same special processes as the First Article test piece.

D. One sample is to be unpainted and all corrosive areas are to be coated with a light
preservative on both samples.

Notification of Shipment of Material for Government Testing

A. Fourteen (14) days prior to shipment of the First Article Sample(s) the contractor
shall notify the designated test facility, in writing of the anticipated shipping date, with an
information copy to the PCO, ACO, and QAR. The contractor shall also arrange for preliminary
inspection of test sample(s) by the CAO/QAR. The First Article Sample(s) shall be forwarded to
the following First Article point of contact at the designated test facility:

Commanding Officer

In-Service Support Center

First Article Test — Sta. 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg. 154B Cleveland Drive
MCAS Cherry Point, NC 28533



FIRST ARTICLE TESTS REQUIREMENTS (GOVERNMENT TESTING) continued

B. Upon shipment of First Article Sample(s), two (2) copies of the Material Inspection and
Receiving Report (DD Form 250), bearing the QAR's signature and indication of preliminary
inspection, shall be forwarded to the PCO/ACO DSCR Code DSCR-VGC, and the designated
test facility. In addition, the contractor must supply all detailed process/operation sheets,
Inspection Method Sheets, First Article Test Report (Signed by the QAR), and all Certificates of
Compliance for material (including chemical analysis), Fluorescent Penetrant Inspection and any
out-sourced process conducted on the First Article Sample(s). All technical data used to
manufacture the First Article (s) shall be sent to the testing facility. These forms and
documentation may either be placed in the shipping container with the sample(s) or sent
separately however the envelopes shall be clearly marked, "DO NOT OPEN IN MAILROOM."
These forms and documentation shall be sent to the following point of confact:

Commanding Officer
In-Service Support Center

First Article Test — Sta. 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg, 154B Cleveland Drive
MCAS Cherry Point, NC 28533

Within 120 days after receipt of the sample(s) the test site shall complete testing/evaluation and
submit a copy of their test report with conclusions and recommendations to DSCR-VGC.



FIRST ARTICLE APPROVAL (GOVERNMENT TESTING)

P/N: (76301) ST3M753-7TH30

NSN: 5306-01-165-7533

NOMEN: 8V-8B / BOLT, SHEAR

CRITICALITY (CSI/CAI/Non-critical): CRITIAL SAFETY ITEM
DATE OF DETERMINATION: 1 APRIL 2008

APPLICABLE CLAUSES:

A. The contractor shall deliver unit(s) of lot/item within 180 calendar days from the date of this
contract to the activity listed below for the purpose of partial inspection/testing and preparation
of test report per the requirements specified in MIL-HDBK-831 prior to forwarding sample(s)
with report to the Government designated test facility listed below:

Commanding Officer
In-Service Support Center

First Article Test — Sta. 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg. 154B Cleveland Drive
MCAS Cherry Point, NC 28533

B. The confractor shall deliver 2 unit(s) of lot/item within 180 calendar days from the date of
this contract to the Government Marking of test sample(s) shipping container: "FOR FIRST
ARTICLE TESTING. NOT RFI MATERIAL. DO NOT TAKE UP IN STOCK. CONTRACT
NUMBER:” For First Article Test, the shipping documentation shall contain this contract
number and the lot/item identification. The characteristics that the First Article must meet the
testing requirements are specified elsewhere in this contract.

C. Within 120 calendar days after the Government testing facility receives the First Article
Sample(s), the QAR's signed Material Inspection and Receiving Report, DD Form 250 and all
detailed Process/Operation Sheets, Inspection Method Sheets, First Article Test Report (Signed
by the QAR), and all Certificates of Compliance for material (including chemical analysis),
Magnetic Particle Inspection, any out-sourced process conducted on the First Article Sample(s)
and all technical data used to manufacture the First Article Sample(s), the contracting officer
shall notify the contractor, in writing, of the conditional approval, approval or disapproval of the
First Article. The notice of conditional approval or approval shall not relieve the contractor from
complying with all requirements of the specifications and all other terms and conditions of this
confract. A notice of conditional approval shall state any further action required of the
contractor. A notice of disapproval shall cite reasons for the disapproval.

D. If the First Article is disapproved, the contractor, upon Government request, shall submit an
additional First Article for testing. After each request, the contractor shall make any necessary
changes, modification, or repairs to the First Article or select another First Article for testing.
All costs related to these tests are to be borne by the contractor, including any and all costs for



FIRST ARTICLE APPROVAL (GOVERNMENT TESTING) continued

additional tests following disapproval. The contractor shall furnish any additional First Article to
the Government under the terms and conditions and within the time specified by the
Government. The Government shall act on this First Article within the time limit specified in
paragraph B above. The Government reserves the right to require an equitable adjustment of the
contract price for any extension of the delivery schedule or for any additional costs to the
Government related to these tests.

E. If the contractor fails to deliver any First Article on time, or the contracting officer
disapproves any First Article, the contractor shall be deemed to have failed to make delivery
within the meaning of the default clause of this contract.

F. Unless otherwise provided in the contract, the contractor

1) May deliver the approved First Article as a part of the contract quantity, provided it
meets all contract requirements for acceptance and was not consumed or destroyed in testing
and, \ .

2) Shall remove and dispose of any First Article from the Government test facility at the
contractor's expense.

G. If the Government does not act within the time specified in paragraph B or C above, the
contracting officer shall, upon timely written request from the confractor, equitably adjust under
the changes clause of this contract the delivery or performance dates and/or the contract price,
and any other contractual term affected by the delay.

H. The contractor is responsible for providing operating and maintenance instructions, spare
parts support, and repair of the First Article during any First Article Test.

I. Before First Article approval, the acquisition of materials or components for, or the
commencement of production of, the balance of the contract quantity is at the sole risk of the
contractor. Before First Article approval, the costs thereof shall not be allocable to this contract
for

1) progress payments, or

2) termination settlements if the contract is terminated for the convenience of the
Government.

J. The contractor shall produce both the First Article and the production quantity at the same
facility and shall submit a certification to this effect with each First Article and production lot.

K. The contractor shall provide specific written notification to the procuring confracting officer
informing him of the shipment of any; article(s) furnished in accordance with this clause, Such
notification must be addressed to the attention of the ACO with copies to DSCR-VGC and fo the
testing activity. Failure to provide such notification shall excuse the Government from any delay
in performing First Article Testing and informing the contractor of the results thereof.



PRODUCTION LOT TESTING REQUIREMENTS (GOVERNMENT TESTING)

P/N: (76301) ST3M753-7H30
NSN: 5306-01-165-7533

NOMEN: 8V-8B / BOLT, SHEAR

CRITICALITY (CSI/CAI/Non-critical): CRITIAL SAFETY ITEM
DATE OF DETERMINATION: 1 APRIL 2008

The material produced under contract shall be accepted by the cognizant CAO/QAR upon the
successful completion of these requirements.

I. Production Lot Test Requirements

A. The cognizant CAO/QAR shall select the applicable number of items at random from the
production lot per the ANSI/ASQC Z1.4 Sampling Procedures and Tables for Inspection by
Attributes. In addition the QAR shall select the applicable number of items at random from each
successive lot or portion thereof per the ANSI/ASQC Z1.4 Sampling Procedures and Tables for
Inspection by Attributes.

B. Production Lot Testing to be completed during production after First Article Approval.

C. Sample(s) submitted shall be in Ready-for-Issue Condition. Corrosive areas of sample(s)
submitted to be coated with a light preservative.

D. If sample(s) are not destroyed during testing and are in RFI condition, they will be put into
Defense Logistic Agency stock. All other samples will be returned to the contractor.

II. The tests to be performed under the Production Lot Sample testing provisions of the
confract are:

A. Compliance with drawing number (76301) ST3AM753 revision “AA” or latest revision
level and all details and specifications referenced therein.

B. Identification: Verification and certification that the parts are identified per the
requirements of drawing number (76301) ST3M753 revision “AA” or latest revision level and all
details and specifications referenced therein.

C. Packaging and Preservation: Verification that the parts have been packaged and preserved
per the requirements of the confract.

D. Visual: Verification and certification of the overall workmanship of the Production Lot
Sample(s).

E. Dimensional: Verification and certification of 100% dimension check of finished
Production Lot Sample(s).



PRODUCTION LOT TESTING REQUIREMENTS (GOYERNMENT TESTING)
F. Non-Destructive Inspection: Fluorescent Penetrant Inspection per ASTM E 1417.
G. FivForm/Function: Wing Panel Assembly

H. Material Analysis of the Production Lot Sample(s): Verification and certification of
material composition PH13-8Mo CRES per AMS 5629. NOTE: A destructive material
analysis can be waived ONLY if a destructive material analysis was conducted by the
Engineering Support Activity (ESA), (AV8FST, Fleet Readiness Center East Cherry Point,
North Carolina) during a successful First Article Inspection. However, all applicable
material certificates of compliance will have to be provided for the production lot for verification
of the material.

. Threads .437-20 UNJF-3A per SAE A8879 rev -D- or latest revision
J. Passivation treatment for corrosion — resistant steel per AMS 2700B or latest revision
K. Fastener Test Method per NASM1312

L. Review of documentation as provided under DD 1423 requirements.

In addition to the above tests, the Product Lot Sample(s) to be delivered hereunder shall also be
subjected to those tests, which will demonstrate that the sample(s) comply with contract
requirements.

I11. Testing Location

A. The contractor is to ship sample(s) and all required documentation and technical data to:

Commanding Officer
In-Service Support Center

First Article Test — Sta, 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg. 154B Cleveland Drive
MCAS Cherry Point, NC 28533

B. The shipping container marking: "FOR PRODUCTION LOT TESTING. NON RFI
MATERIAL. DO NOT TAKE UP IN STOCK. CONTRACT NUMBER"

Within fifteen (15) days of completion of Production Lot Testing the CAO/QAR shall prepare
and submit two (2) copies of their test report with conclusions and recommendations to the

Confracting Officer.

Shipment and Distribution of Sample(s):



PRODUCTION LOT TESTING REQUIREMENTS (GOVERNMENT TESTING)

A. Fourteen (14) days prior to shipment of Production Lot Sample(s) the contractor shall
notify the designated test facility, in writing of the anticipated shipping date, with an information
copy to the PCO, ACO and the QAR. The contractor shall also arrange for preliminary
inspection of test samples by the CAO/QAR.

B. Upon shipment of the Production Lot Sample(s), two (2) copies of the Material
Inspection and Receiving Report (DD Form 250), bearing the QAR's signature and indication of
preliminary inspection, shall be forwarded to the PCO/ACO DSCR (Code DSCR-VGC), and the
testing facility. In addition, the contractor shall provide all detailed Process/Operation Sheets,
Inspection Method Sheets, First Article Test Report (Signed by the QAR), and all Certificates of
Compliance for material (including chemical analysis), Fluorescent Penetrant Inspection, any
out-sourced process conducted on the Production Lot Sample(s) and all technical data used to
manufacture the Production Lot Sample(s) to the testing facility. The envelopes shall be clearly
marked, "DO NOT OPEN IN MAILROOM",

C. Production Lot Sample(s) may be considered as production items under the contract
provided the sample(s) can be refurbished to Ready for Issue (RFI) condition and provided
sample(s) have inspection approval from the cognizant DCMAQO and the ESA engineer
(AVS8EST, Fleet Readiness Center East Cherry Point, North Carolina). Sample(s) may be
shipped as production items ONLY after all other units required under contract have been
produced and are ready for shipment.

D. Sample(s) will be returned to the contractor. The contractor must provide material
disposition instructions to:

Commanding Officer
In-Service Support Center

First Article Test — Sta, 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg. 154B Cleveland Drive
MCAS Cherry Point, NC 28533

E. The designated test facility and the contracting officer shall be notified as to all shipping
data applicable to the sample(s), such as bill of lading number, method of shipment, etc. within

fourteen (14) days prior to shipping.



PRODUCTION LOT TESTING APPROVAL (GOVERNMENT TESTING)

P/N: (76301) ST3M753-7H30

NSN: 5306-01-165-7533

NOMEN: 8V-8B / BOLT, SHEAR

CRITICALITY (CSI/CAI/Non-critical): CRITIAL SAFETY ITEM
DATE OF DETERMINATION: 1 APRIL 2008

A. The Production Lot Samples shall be:

1. Selected at random by the cognizant government QAR. Such samples shall be submitted
via the cognizant government inspector, and all transportation charges prepaid by the contractor
to: '

Commanding Officer

In-Service Support Center

First Article Test — Sta. 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg, 154B Cleveland Drive
MCAS Cherry Point, NC 28533

2. The samples shipping container and samples shall be identified by contract number, lot
number and be clearly marked as follows:

PRODUCTION LOT TEST SAMPLES
NON-RFI MATERIAL
DO NOT TAKE UP IN STOCK

B. Such samples shall be delivered to the testing facility in sufficient time prior to the delivery
date of the production articles to allow a 90 day period for testing and written notification by the
contracting officer of the approval or disapproval of the samples. Within 120 days of the receipt
of the samples, the testing facility shall notify the contracting officer, PCO/ACO of the results of
the testing, together with the recommendation for approval or disapproval.

C. In the event the contractor does not receive written notification of approval or disapproval of
the samples for a particular lot within 120 days from their submission for such testing, the
contract delivery schedule shall be equitably adjusted as necessary.

D. If the contractor fails to deliver any Production Lot Samples for testing within the time or
times specified, or if the contracting officer dlsapploves any Production Lot Samples, the
contractor shall be deemed to have failed to make delivery within the meaning of the default
clause of this contract, and this confract shall be subject to termination for default.



PRODUCTION LOT TESTING APPROVAL (GOVERNMENT TESTING) continued

E. In order for a Production Lot to be acceptable, all samples representative of the lot must pass
all the contract requirements. In the event a sample fails to pass such requirements, the lot will
be rejected. In such event, the government may, at its option and at no additional cost to the
government, (I) terminated all or any portion of this contract for default, (II) require the
manufacture of a new Production Lot, or a rework of the rejected Production Lot if the means
and procedures by the contractor for rework are acceptable to the government, or (I1I) require the
submission of additional samples for test. The foregoing procedures shall apply to new or
reworked Production Lots in the same way as they did to the original Production Lot.

F. For each additional sample or each resubmission of a modified sample which the contractor
is required to submit for approval hereunder as a result of a failure of a previous sample to
conform to the requirements of the specification, the contractor shall pay to the government the
costs of reinspection, examination and retesting and the contractor and his sureties (if any) shall
be liable for the amount of such costs.

G. The contractor must provide material disposition instructions to the First Article Coordinator
at the POC and address below for the return of the production lot samples.

Commanding Officer
In-Service Support Center

First Article Test — Sta. 31B
Attn: AIR-4.1.9 (252) 464-7748
Bldg. 154B Cleveland Drive
MCAS Cherry Point, NC 28533

H. Nothing contained in the foregoing provisions of this clause, and not action of the
government in accordance herewith, shall in any way prejudice the right of the government
under this clause of this contract entitled default.
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3. Subiitle: CERTIFICATION/

DATA REPORTS

4. Authority (Dala Acquisition Document No.)

DI-MISC-80678/T3

5. Contract Reference

6. Requiring Office

DSC PHILADELPHIA

7. DD 250 Req 9. Dist Stutement Required 10. Frequency 12. Date of First Submission 14, Distribution
LT AS REQUIRED BLOCK 16
8. APP Code . Asof Date 13. Dule of Subsequent Submission a. Addressee b, Copies
A BLOCK 16
Diuft Finul
Reg Repro

16. REMARKS
PARA, 10.1, 10.2.1, 10.2.2, 10.2.4, 10.5 APPLY NAVAIR CP 0 1 0
BLOCK 3: AlIR-4.1.9
SEPARATE REPORTS SHALL BE PROVIDED FOR THE BELOW LISTED SUBTITLES AND SHALL INCLUDE CERTIFICATIONS DCMC/QAR 0 i 0
THAT ALL VENDORS PERFORMING THESE PROCESSES ARE PRIME (OEM) APPROVED SOURCES. INTHE CASE WHERE
OTHER THAN THE OEM'S SPECIFICATIONS ARE TO BE UTILIZED, SEPARATE CERTIFICATIONS ARE REQUIRED., DSCR/VGC Y 1 0
1. MATERIAL CERTIFICATIONS AND ANALYSIS DOCUMENTATION FOR: P/N (76301) ST3M753-7H30
u. Verification and certification of material composition PH13-8Mo CRES per AMS 5629 (reference 3.2)
2. PROCESS CERTIFICATIONS FOR; P/N (76301) STAM753-7H30
u. Passivation treatment for corrosion — resistant steel per AMS 27008B or latest revision (reference 3.3)
b. Threads 0.4375-20 UNJF-3A per SAE A8879 rev -D- or latest revision
J. INSPECTION CERTIFECATIONS FOR; P/N (76301) ST3M753-7H30
u. Fluorescent Penetrant Inspection per ASTM B 1417 (reference 4.2) [Standard Part Document 23M112, Type A]
Qualification inspection
BLOCK 12:
“ UPON SUBMITTAL OF FIRST ARTICLE TESTING SAMPLE(S)
CONTRACTOR SITE: FOR REVIEW
(GOVERNMENT SITE: AS DELIVERABLE
BLOCK 13:
*£UPON SUBMITTAL OF PRODUCTION LOT INSPECTION SAMPLE(S)
CONTRACTOR SITE: FOR REVIEW
GOVERNMENT SITE: AS DELIVERABLE

15, TOTAL 4] 3 0
G. PREPARED BY H. DATE 1. APPROVED RY J. DATE
BllheJ Millikan v 22 Sept 08 SJW 8

2 Ple®)

HJ 17 /" m R Id L 02 D"C 2

DD Form 1433-1, JUN 90
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